
WHEN SHIPPING YOUR
PACKAGES PLEASE 
FOLLOW THESE 
GUIDELINES. 

SHIP CIRCUIT BOARDS SECURELY PACKAGED AND INDIVIDUALLY 
CONTAINED INSIDE STATIC SHIELD BAGS TO PREVENT STATIC   
DAMAGE, PIN / CONNECTOR  DAMAGE AND / OR BOARD 
TO BOARD CONTACT DAMAGE. 

a

aDO NOT PACKAGE HEAVY ITEMS WITH FRAGILE ITEMS.  

a

PACKAGE ALL ITEMS WITH PACKING MATERIAL THAT
PREVENTS ITEMS FROM SHIFTING AND / OR BREAKING
WHILE IN TRANSIT.

a
USE SERVICEABLE PACKAGING THAT WILL WITHSTAND 
CARRIER TRANSIT SYSTEMS.

a
SECURELY TAPE AND / OR FASTEN PACKAGES CLOSED
TO INSURE ITEMS ARE NOT LOST IN TRANSIT. 

aENCLOSE A PACKING LIST WITH YOUR SHIPMENT.

DO NOT SHIP CIRCUIT BOARDS LOOSE WITH STYROFOAM,
FOAM RUBBER MATERIAL OR ANY NON STATIC RESISTANT 
PACKAGING.  

a

EVACUATE ALL HAZARDOUS MATERIALS PRIOR TO 
PACKING ITEMS FOR SHIPMENT. 

a

a

HANDLE CIRCUIT BOARDS BY THEIR EDGES AND PLACE THEM 
IN INDIVIDUAL STATIC SHIELD BAGS.

DO NOT MARK CIRCUIT BOARDS WITH PERMANENT MARKERS 
OR PLACE ITEMS ON CIRCUIT BOARDS THAT INCREASE STATIC
DAMAGE WHEN REMOVED SUCH AS ELECTRICAL TAPE.

a

VISIT www.tronitec.com to view additional details on packaging
and order packing supplies. 

a
RE USE SERVICEABLE TRONITEC CIRCUIT BOARD 
PACKAGING TO SHIP RETURN YOUR CIRCUIT BOARD CORES.
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